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PROPOSED TYPICAL SECTION
1 NOIS ROUTE 2
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STA. 105450 TO STA. 106+30 (CONCRETE MEDIAN TYPE SB-6.24)
STA. 107+31 TO STA. 109+31 (CONCRETE MEDIAN TYPE SB-6.12)
(LOOKING SOUTH)
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€ // (BY OTHERS) ILLINOIS ROUTE._21
_— STA. 111477.29 10 ST + PORTLAND CEMENT CONCRETE PAVEMENT, 9% (JOINTED)
RIPRAP ) (LOOKING SOUTH) AGGREGATE SUBGRADE 12
CONCRETE MEDIAN $B-6.12 (STD. 606301}
COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
FURNISHING AND PLACING TOPSOIL 12
[6] FURNISHING AND PLACING TOPSOIL, 47
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PROPOSED TYPICAL SECTION AGGREGATE BASE COURSE, TYPE A, 12
ILLINOIS ROUTE 21 REVISIONS
STA. 118+41.63 TO STA. 179+00 NAME DATE

NOTES:

1. FOR PROPOSED IL 21 OVER DES PLAINES RIVER BRIDGE SEE STRUCTURAL PLANS.

2. FOR FLOODWALL (BY OTHERS) LIMITS AND DETAILS, SEE FLOODWALL PLANS.

3. FOR STRUCTURAL PAVEMENT DESIGN SEE GENERAL NOTES ON SHEET 3.

(LOOKING SOUTH)
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